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NOTES:

FOR INFORMATION ON KS1000 RW ROOF AND WALL PRODUCTS

PLEASE CONTACT SALES ON 02 8889 3000

NOTES:

ENGINEERING ASSESSMENT IS REQUIRED TO ENSURE STRUCTURAL

ADEQUACY OF A PARTICULAR INSTALLATION

KS1000 RW ROOF

PANEL

KS1000 RW WALL

PANEL

KS1100 CS

3
0
0

300

KS1000 CS

KS1000 RW

ROOF PANEL

KS1000 RW

WALL PANEL

KS1000 RW

ROOF PANEL

KS1000 RW

WALL PANEL

KS1100 CS

KS1000 CS

KS1100 CS

FREEZER CHILLER

LOAD-OUT

Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in anyway

without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Controlled Environments   (KS1100CS)

FM
APPROVED

Typical Section Through an Energy Efficient Cold Store

Controlled Environments

NTS

CS PF 02 B



MASTIC SEALANT

0.55MM THICK STEEL INTERNAL ANGLE

ALUMINIUM COVE TYPICAL

Ø4MM STEEL RIVETS OR #8 CLASS 3

TEK SCREWS @300MM CTRS

OUTSIDE

FREEZER

CHILLER

DETAIL A-PF03

CONDUCTION CUT (CUT SKIN AND

REMOVE STRIP) MINIMUM 50MM

SILICONE OVERSEAL OPTIONAL

SILICONE OVERSEAL OPTIONAL
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CHILLER

DETAIL B-PF04

CUT SKIN &

REMOVE STRIP

FREEZER

CONCRETE

BASE SLAB

ALUMINIUM CONCRETE

COVE

Ø4MM STEEL RIVETS OR

#8 CLASS 3 TEK SCREWS

@300MM CTRS

SILICONE SEALANT

VAPOUR SEALANT MASTIC

40x40MM (300MM LONG)

ALUM. ANGLE OPTIONAL

Ø6.5x38MM STEEL SPIKES @

400MM CTRS OR Ø6.5x38MM

HAMMER PINS @400MM CTRS

OR M8 DYNABOLTS @600MM

CTRS

MASTIC SEALANT ABOVE

& BELOW POLYTHENE

300MM WIDE POLYTHENE

VAPOUR BARRIER OR MALTHOID

2 PLY BITUMEN DAMP COURSE

MASTIC BELOW ANGLE ONTO

VAPOUR BARRIER

Ø4MM STEEL RIVETS OR #8 CLASS

3 TEK SCREWS @300MM CTRS

POLYTHENE SHEET VAPOUR

BARRIER 300UM

FLOOR INSULATION

GRADE TO

SUIT APPLICATION

40x40MM ALUM. ANGLE

OR 'F' MOULD

CONCRETE WEARING

SLAB DESIGN BY OTHERS
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M12 HOT DIP GAL BOOKER ROD

M12 HEX NUTS

0.55MM THICK STEEL EXTERNAL

ANGLE

MASTIC SEALANT

Ø62x2.5MM GAL STEEL WASHER

M16 PVC SPACER TUBE

M12 MUSHROOM HD WITH

Ø62x2.5MM GAL STEEL WASHER

0.55MM THICK STEEL ANGLE

ALUMINIUM COVE (OPTIONAL)

Ø4MM STEEL RIVETS OR #8 CLASS

3 TEK SCREWS @300MM CTRS

SILICONE OVERSEAL (OPTIONAL)

MASTIC SEALANT SILICONE

OVERSEAL (OPTIONAL)

Ø4MM STEEL RIVETS OR #8 CLASS

3 TEK SCREWS @300MM CTRS

TO SUIT REBATE

PANEL THICKNESS

40x6MM GAL STEEL BRACKET

4
0

300MM MAX.

DETAIL C-PF05

10 MIN

OUTSIDE

INSIDE

FREEZER & CHILLER

APPLICATIONS, REMOVE

SKIN

M12 HEX NUTS

MASTIC SEALANT SILICONE

OVERSEAL (OPTIONAL)
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MASTIC SEALANT

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM

CTRS

DETAIL D-PF06

SILICONE OVERSEAL

SILICONE SEALANT

EXTERNAL BASE

EXTRUSION

Ø6.5x38MM STEEL SPIKES @400MM

CTRS OR Ø6.5x38MM HAMMER PINS

@400MM CTRS OR M8 DYNABOLTS

@600MM CTRS

300MM WIDE POLYTHENE

VAPOUR BARRIER OR

MALTHOID 2 PLY BITUMEN

DAMP COURSE

ALUMINIUM CONCRETE

COVE

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM CTRS

SILICONE SEALANT

POLYTHENE SHEET VAPOUR

BARRIER 300UM

OUTSIDE

CUT SKIN &

REMOVE STRIP

MASTIC SEALANT ABOVE

& BELOW POLYTHENE

INSIDE

CONCRETE WEARING

SLAB DESIGN BY

OTHERS

FLOOR INSULATION

MASTIC SEALANT ABOVE

& BELOW POLYTHENE

40x40MM (300MM LONG)

ALUM. ANGLE OPTIONAL
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MASTIC SEALANT

SILICONE SEALANT

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM CTRS

ALUMINIUM COVE

SILICONE

SEALANT

Ø6.5x38MM STEEL

SPIKES @400MM

CTRS OR

Ø6.5x38MM

HAMMER PINS

@400MM CTRS OR

M8 DYNABOLTS

@600MM CTRS

SILICONE OVERSEAL

ALUMINIUM ANGLE

OR OPTIONAL 'F'

MOULD

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM

CTRS

MASTIC SEALANT

DETAIL E-PF07

SILICONE OVERSEAL

INSIDE OUTSIDE

Ø6.5x38MM STEEL

SPIKES @400MM

CTRS OR

Ø6.5x38MM

HAMMER PINS

@400MM CTRS OR

M8 DYNABOLTS

@600MM CTRS
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Ø6.5x38MM STEEL

SPIKES @400MM CTRS

OR Ø6.5x38MM HAMMER

PINS @400MM CTRS OR

M8 DYNABOLTS

@600MM CTRS

MASTIC SEALANT ABOVE

& BELOW POLYTHENE

300MM WIDE POLYTHENE VAPOUR

BARRIER OR MALTHOID 2 PLY

BITUMEN DAMP COURSE

SILICONE SEALANT

Ø4MM STEEL RIVETS

OR #8 CLASS 3TEK

SCREWS @300MM CTRS

EXTERNAL BASE

EXTRUSION

SILICONE OVERSEAL

OPTIONAL

FFL

MASTIC SEALANT

POLYTHENE SHEET

VAPOUR

BARRIER 300UM

40x40MM (300MM LONG) ALUM.

ANGLE OPTIONAL

Ø4MM STEEL RIVETS OR

#8 CLASS 3 TEK SCREWS

@300MM CTRS

ALUMINIUM CONCRETE

COVE

SILICONE SEALANT

DETAIL F-PF08

CUT SKIN &

REMOVE STRIP

OUTSIDE

FLOOR INSULATION

GRADE TO

SUIT APPLICATION

CONCRETE WEARING

SLAB DESIGN BY OTHERS

CONCRETE

BASE SLAB

INSIDE
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300

MASTIC SEALANT UNDER SILICONE

OVERSEAL OPTIONAL

0.55MM THICK STEEL FLASHING TYPICAL

Ø4MM STEEL RIVETS OR #8 CLASS 3

TEK SCREWS @300MM CTRS

M16 PVC SPACER TUBE

M12 MUSHROOM HD WITH Ø62x2.5MM

GAL STEEL WASHER

MASTIC SEAL UNDER WASHER

SILICONE OVERSEAL OPTIONAL

M12 GAL HEX NUTS

40x6MM GAL STEEL BRACKET

DETAIL G-PF09

M12 HOT DIP GAL THREADED ROD

300
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M12 HOT DIP GAL BOOKER ROD

G
R

I
P

P
L

E

DETAIL H-PF10

MASTIC SEALANT UNDER WASHER

SILICONE OVERSEAL OPTIONAL

M12 MUSHROOM HD WITH Ø62x2.5MM

HOT DIP GAL WASHER

40x6MM GAL STEEL BRACKET

GRIPPLE WIRE ROPE 4.75MM

(7x19MM STEEL CORE) GRIPPLE

WIRE SPECS

GRIPPLE  N°4 HANG FAST DEVICE

Ø62x2.5MM HOT DIP GAL STEEL

WASHER

M16 PVC SPACER TUBE
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DETAIL I-PF11

Ø4MM STEEL RIVETS OR #8

CLASS 3 TEK SCREWS @300MM

CTRS

M12 MUSHROOM HD WITH

Ø62x2.5MM GAL STEEL WASHER

SILICONE OVERSEAL OPTIONAL

MASTIC SEALANT

ALUMINIUM COVE

0.55MM THICK STEEL INTERNAL

ANGLE

300MM MAX.

SILICONE OVERSEAL OPTIONAL

MASTIC SEALANT

Ø62x2.5MM GAL WASHER

40x6MM GAL STEEL BRACKET

M12 GAL BOOKER ROD

CEILING SUSPENSION

MASTIC SEALANT

Ø4MM STEEL RIVETS OR #8 CLASS

3 TEK SCREWS @300MM CTRS

0.55MM THICK STEEL ANGLE

SILICONE OVERSEAL OPTIONAL

CONDUCTION CUT

CUT SKIN & REMOVE STRIP

OUTSIDE

INSIDE
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DETAIL J-PF12

OUTSIDE

INSIDE

SILICONE OVERSEAL

OPTIONAL

M16 PVC SPACER TUBE

M12 MUSHROOM HD

WITH Ø62x2.5MM

HOT DIP GAL WASHER

STRUCTURAL MEMBER

BY OTHERS

MASTIC SEAL UNDER

WASHER

Ø62x2.5MM HOT

DIP GAL WASHER

M12 HEX NUT HOT

DIP GAL

M12 BEAM

CLAMP

M12 HOT DIP GAL

BOOKER ROD

NOTE

1. FIXING MAY NEED TO BE VARIED TO

ALLOW FOR THERMAL BOW OF WALL

PANEL IN SOME CASES.

2. NUMBER OF GIRT FIXINGS PER

PANEL VARIES WITH WIND LOADS.
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Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM CTRS

MASTIC SEALANT

SILICONE OVERSEAL

OPTIONAL

0.55MM THICK STEEL

EXTERNAL ANGLE

MASTIC SEALANT

SILICONE OVERSEAL

OPTIONAL

SILICONE OVERSEAL

OPTIONAL

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM

CTRS

ALUMINIUM RADIUS

COVE (OPTIONAL)

0.55MM THICK STEEL

ANGLE

SILICONE OVERSEAL

OPTIONAL

OUTSIDE

INSIDE
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SILICONE

OVERSEAL

OPTIONAL

MASTIC SEALANT

Ø4MM STEEL

RIVETS OR #8

CLASS 3 TEK

SCREWS @300MM

CTRS

ALUMINIUM ANGLE

SILICONE OVERSEAL

(OPTIONAL)

MASTIC SEALANT

FFL

SILICONE SEALANT

ALUMINIUM COVE

SILICONE OVERSEAL

OPTIONAL

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM

CTRS

Ø6.5x38MM STEEL

SPIKES @400MM CTRS

OR Ø6.5x38MM

HAMMER PINS

@400MM CTRS OR M8

DYNABOLTS @600MM

CTRS

INSIDEINSIDE
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SILICONE OVERSEAL

OPTIONAL

ALUMINIUM COVE

OPTIONAL

0.55MM THICK STEEL

INTERNAL ANGLE

Ø4MM STEEL RIVETS OR

#8 CLASS 3 TEK SCREWS

@300MM CTRS

SILICONE OVERSEAL

OPTIONAL

MASTIC SEALANT

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM CTRS

0.55MM THICK STEEL

FLASHING

0.55MM THICK STEEL

EXTERNAL ANGLE

SILICONE OVERSEAL OPTIONAL

REMOVE SKIN FOR

FREEZER APPLICATION

FREEZER CHILLER

OUTSIDE

10 MIN.

MASTIC SEALANT UNDER
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MASTIC SEALANT

UNDER

Ø4MM STEEL

RIVETS OR

#8 CLASS 3 TEK

SCREWS

@300MM CTRS

0.55MM THICK STEEL

FLASHING

SILICONE OVERSEAL

ALUMINIUM COVE

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM

CTRS

MASTIC SEALANT

SILICONE OVERSEAL

POLYTHENE VAPOUR

BARRIER

REMOVE SKIN FOR

FREEZER

APPLICATION

FREEZER CHILLER

OUTSIDE

Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in anyway

without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Controlled Environments   (KS1100CS)

FM
APPROVED

Dual Temperature Ceiling Detail B - Partition Wall

Chiller/Freezer

NTS

CS PF 16 B



FFL

40x40MM (300MM LONG)

ALUMINIUM

ANGLE (OPTIONAL)

Ø6.5x38MM STEEL SPIKES

@400MM CTRS OR

Ø6.5x38MM HAMMER PINS

@400MM CTRS OR M8

DYNABOLTS @600MM CTRS

300MM WIDE POLYTHENE

VAPOUR BARRIER OR

MALTHOID 2 PLY BITUMEN

Ø4MM STEEL RIVETS

OR #8 CLASS 3 TEK

SCREWS @300MM CTRS

MASTIC SEALANT

MASTIC SEALANT ABOVE

& BELOW POLYTHENE

EXTERNAL BASE

EXTRUSION

Ø4MM STEEL RIVETS OR

#8 CLASS 3 TEK SCREWS

@300MM CTRS

ALUMINIUM CONCRETE

COVE

SILICONE SEALANT

REMOVE SKIN FOR

FREEZER

APPLICATION

FLOOR INSULATION

CONCRETE WEARING SLAB

DESIGN BY OTHERS

OUTSIDE INSIDE

MASTIC SEALANT

ABOVE & BELOW

POLYTHENE

POLYTHENE VAPOUR

SHEET BARRIER
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0.55MM THICK STEEL

INTERNAL ANGLE

ALUMINIUM  COVE

TYPICAL

SILICONE BACKSEAL

OPTIONAL

SILICONE SEALANT

Ø4MM STEEL RIVETS OR

#8 CLASS 3 TEK SCREWS

@300MM CTRS

OUTSIDE

Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in anyway

without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Controlled Environments   (KS1100CS)

FM
APPROVED

Partition To Wall/Ceiling Joint

Chiller/Freezer

NTS

CS PF 18 B



G
R
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E

M12 MUSHROOM HD WITH

Ø62x2.5MM GAL STEEL WASHER

CONDUIT FERRULE-M16

40x6MM  HOT DIP GAL BRACKET

M12 HOT DIP GAL BOOKER ROD

Ø62x2.5MM HOT DIP GAL

WASHER

GRIPPLE WIRE ROPE

4.75MM (7x19MM STEEL CORE)

GRIPPLE WIRE SPECS

M12 FLANGED PURLIN BOLT

AND NUT

PURLIN (BY OTHERS)

GRIPPLE #4 HANG FAST DEVICE

HOT DIP GAL M12 NUT

SILICONE OVERSEAL

OPTIONAL

MECHANICALLY SWAGED LOOP

KS1100 CS

MASTIC SEALANT UNDER

WASHER
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M12 MUSHROOM HD WITH Ø62x2.5MM

GAL STEEL WASHER

MASTIC SEALANT UNDER WASHER

CONDUIT FERRULE-M16

40x6MM  HOT DIP GAL BRACKET

M12 HOT DIP GAL BOOKER ROD

Ø62x2.5MM HOT DIP GAL WASHER

GRIPPLE WIRE ROPE

4.75MM (7x19MM STEEL CORE)

GRIPPLE WIRE SPECS

STRUCTURAL MEMBER (BY OTHERS)

GRIPPLE #4 HANG FAST DEVICE

HOT DIP GAL M12 NUT

SILICONE OVERSEAL OPTIONAL

MECHANICALLY SWAGED LOOP

KINGSPAN INSULATED PANEL,

THICKNESS AS REQUIRED
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FRONT FACE GAP 2MM +/-1MM

LINER GAP 2MM +/-1MM

NOTES:

ENGINEERING ASSESSMENT IS REQUIRED TO ENSURE

STRUCTURAL ADEQUACY OF A PARTICULAR INSTALLATION
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