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MEMBRANE STRIP
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FIXING PATTERN 1

FIXING PATTERN 2

FIXING PATTERN 3

PURLIN

PURLIN

PURLIN

90Ø

90MM DIAMETER

MEMBRANE DISC

90Ø 90Ø

*NOTE:  REFER TO LOAD SPAN TABLES FOR FURTHER INFORMATION
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GALVANISED STEEL

LEDGER

MAIN FIXING

CANISTER INSULATION

MEMBRANE FLASHING

RAINWATER OUTLET

MEMBRANE DISC

MEMBRANE

STRIP

INTERNAL UPSTAND

FLASHING WITH 75MM

SEALED OVERLAPS

MEMBRANE LINED STEEL

FLASHING

FASTENERS AT 330MM

CENTRES

KS1000 AWP INSULATED

WALL PANEL - VERTICALLY

LAID

PROFILE FILLER BEDDED

GUN GRADE SEALANT

DRIP FLASHING

KS1000 RW - INSULATED PANEL - VERTICALLY LAID

PIR INSULATION BOARD

AIR SEAL - 6X4 BUTYL TAPE

KINGSPAN K-DEK ROOF

PANEL GALVANISED

STEEL LEDGER

MEMBRANE

FLASHING

0.7MM

GALVANISED

PLATE

FASTENERS
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PIR INSULATION

BOARD OR

TIMBER PACKER

PARAPET FLASHING

WITH 150MM BUTT

STRAPS SEALED WITH

6X4 BUTYL TAPE

AIR SEAL - 6X4 BUTYL TAPE

KINGSPAN AWP - INSULATED

WALL PANEL - VERTICALLY LAID

AIR SEAL - 6X4 BUTYL

TAPE

DRIP FLASHING

MEMBRANE COATED

BOUNDARY WALL

INSULATED GUTTER

MAIN FIXING

PROFILE FILLER BEDDED ON GUN

GRADE SEALANT

KINGSPAN K-DEK ROOF PANEL

FASTENERS AT 330MM CENTRES

MEMBRANE LINED

STEEL FLASHING

MEMBRANE STRIP

MEMBRANE DISC

MEMBRANE STRIP
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DIRECTION OF LAY

MEMBRANE STRIP

MEMBRANE LINED STEEL FLASHING

KINGSPAN K-DEK ROOF PANEL

6X4 BUTYL TAPE

PIR INSULATION BOARD

OR TIMBER

FASTENERS AT 330MM CENTRES

AIR SEAL - 6X4 BUTYL

TAPE

KINGSPAN K-DEK

VERGE FLASHING OR

MEMBRANE LINED

STEEL FLASHING

6X4 BUTYL TAPE

KS1000 AWP - INSULATED

WALL PANEL -

VERTICALLY LAID

CONTINUOUS RUN OF 6X4 BUTYL TAPE

GALV CLEADER ANGLE BY STEEL

SUB CONTRACTOR

AWP FILLER SEALED WITH

GUN GRADE

SEALANT ACROSS JOINT
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MEMBRANE LINED

STEEL FLASHING

MEMBRANE STRIP

K-DEK VERGE FLASHING

PIR INSULATION BOARD OR TIMBER

FASTENERS AT

330MM CENTRES

AIR SEAL - 6X4 BUTYL TAPE

CONTINUOUS RUN OF 6X4 BUTYL TAPE

GALV CLEADER ANGLE BY

STEEL SUB CONTRACTOR

MAIN FIXING

KINGSPAN K-DEK

ROOF PANEL

KINGSPAN K-DEK VERGE FLASHING OR

MEMBRANE LINED STEEL FLASHING

KS1000 RW - INSULATED WALL PANEL

- VERTICALLY LAID

RW FILLER BEDDED ON GUN GRADE

SEALANT

6X4 BUTYL TAPE
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A

MIN. EXTENT OF

SEALANT

REQUIRED TO

PANEL JOINT.

SEE SECTION A-A

CANTILEVER

DISTANCE VARIES

- CONTACT

KINGSPAN

TECHNICAL FOR

FURTHER INFO

0.5MM COIL COATED PARAPET FLASHING

WITH 150MM SEALED OVERLAP

CONTINUOUS BEAD OF SILICONE SEALANT

STANDARD TERMINATION FLASHING

MEMBRANE STRIP

GALVANISED STEEL

CLEADER ANGLE

FASTENERS AT

330MM CENTRES

AIR SEAL - 6X4 BUTYL TAPE

5

°

 
M

I
N

KS1000 RW WALL PANEL, VERTICALLY

LAID, WITH JOINT FULLY SEALED PRIOR TO

INSTALLATION AND BACK-SEALED ONCE

INSTALLED. CONTACT TECHNICAL FOR

FURTHER INFO.

MEMBRANE LINED

STEEL FLASHING

KINGSPAN K-DEK

ROOF PANEL

MAIN FIXING

CANNISTER INSULATION

OVERSEAL ONCE PANEL

IS INSTALLED

6X4 BUTYL TAPE SEALANT

PRIOR TO PANEL INSTALLATION

6X4 BUTYL TAPE

SEALANT PRIOR

TO PANEL

INSTALLATION

SECTION A-A
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KINGSPAN K-DEK

ROOF PANEL

MEMBRANE FLASHING

FASTENERS AT 330MM CENTRES

CANISTER INSULATION

PROFILE FILLER BEDDED ON GUN

GRADE SEALANT

MAIN FIXING

INTERNAL LINER FLASHING WITH

75MM OVERLAPS SEALED WITH

6X4 BUTYL TAPE

0.7MM GALVANISED PLATE

WITH WELTED EDGES
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RAINWATER OUTLET

MEMBRANE DISC

MEMBRANE FLASHING OVER

0.7MM GALVANISED PLATE

GALVANISED STEEL LEDGER

MAIN FIXING

CANISTER INSULATION

PROFILE FILLER BEDDED ON

GUN GRADE SEALANT
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Dwg. Title

Application Dwg. No. Rev.

These construction drawings are

the property of Kingspan

Insulated Panels Pty. Ltd. and

may not be reproduced in anyway

without written consent from

Kingspan.

www.kingspanpanels.com.au

Scale

Kingspan K-Dek (KS1000 KD)

Valley Gutter With Rainwater Outlet

Roof Panel

NTS

KD RS 10 A



MEMBRANE STRIP

MEMBRANE STRIP

KINGSPAN K-DEK ROOF

PANEL

MEMBRANE LINED

INSULATED

VALLEY GUTTER

FASTENERS AT

330MM CENTRES

PROFILE FILLER

BEDDED

ON GUN GRADE

SEALANT

MEMBRANE DISC

MAIN FIXING
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INTERNAL LINER

FLASHING

SITE APPLIED EXPANDING

FOAM TAPE

CANISTER INSULATION

PRECAST CONCRETE

WALL

CONTINUOUS BEAD OF SILICONE SEALANT

STANDARD TERMINATION FLASHING

MEMBRANE LINED STEEL FLASHING

MEMBRANE STRIP

MAIN FIXING

KINGSPAN K-DEK ROOF PANEL

FASTENERS AT 330MM CENTRES

PROFILE FILLER BEDDED ON GUN GRADE SEALANT
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MAIN FIXING

SITE APPLIED EXPANDING

FOAM TAPE

CANISTER INSULATION

PRECAST CONCRETE WALL

CONTINUOUS BEAD OF SILICONE SEALANT

STANDARD TERMINATION FLASHING

MEMBRANE LINED STEEL FLASHING

MEMBRANE STRIP

KINGSPAN K-DEK ROOF PANEL

FASTENERS AT 330MM CENTRES

AIR SEAL - 6X4 BUTYL TAPE

INTERNAL LINER FLASHING
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GALVANISED SUPPORT

CHANNEL WITH ACUTE

ANGLE OF 15°

PIR INSULATION

BOARD OR TIMBER

1
0
0

FITTED END CAPS

40MM MEMBRANE WELD

7

5

SPRINGING ANGLE

MEMBRANE LINED STEEL FLASHING

MEMBRANE FLASHING

1
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UV STABILISED POLYCARBONATE

DIAMOND TOP DOME (BY OTHERS)

COLLAR

MEMBRANE FLASHING

GALVANISED FLASHING PLATE

KINGSPAN K-DEK

ROOF PANEL

ADDITIONAL SUPPORTS IF

ABOVE 300MM Ø

ADJUSTABLE ELBOW

ROOF LIGHT EXTENSION LENGTH

RIVETS AT 300MM CENTRES
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FLASHING

MEMBRANE LINED

STEEL FLASHING

VENTILATOR TO BE SUPPLIED

AND INSTALLED BY SPECIALIST

CONTRACTOR

MEMBRANE FLASHING

PROFILE FILLER BEDDER

ON GUN GRADE SEALANT

MAIN FIXING

MEMBRANE FLASHING

FASTENERS AT 330MM CENTRES

INTERNAL GALV SUPPORT

PIR INSULATION BOARD

OR TIMBER
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NOTE:-

HEIGHT OF EXHAUST PIPE

TO BE SUFFICIENT TO

PREVENT MEMBRANE PANEL

BEING EXPOSED TO HOT

GASES.

NOTE :-

SURFACE TEMPERATURE OF

EXTRACTOR FLUE MUST NOT

EXCEED 80ºC (CAN

WITHSTAND 110ºC FOR A

SHORT PERIOD OF TIME).

SHOULD EXTRACTOR FLUE

EXHAUST HIGH

TEMPERATURE GASES /

POLLUTANTS, A SUITABLE

FIRE RATED / NON -

COMBUSTIBLE BARRIER

GASKET SHOULD BE

INSTALLED BY SPECIALIST

CONTRACTOR.

EXTRACTOR FLUE

CLAMP APPLIED AROUND

(1) MEMBRANE SLEEVE

FOR COLD TEMPERATURE

FLUES  (2) METAL SLEEVE

FOR HOT TEMPERATURE

FLUES.

KINGSPAN K-DEK

ROOF PANEL

WATERSTOP

MASTIC

BEHIND CLAMP

MEMBRANE

FLASHING

WELDED TO

PANEL AND

CLAMPED TO

PIPE

CANISTER

INSULATION

INTERNAL COVER

FLASHING

ADDITIONAL

SUPPORTS IF

ABOVE 300MM Ø
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SINGLE PLY MEMBRANE FORMED AROUND

POLYETHYLENE ROD TO ALLOW FOR EXPANSION

50MM WELD

MEMBRANE FLASHING

POLYETHYLENE ROD

PURLIN

RAFTER

AIR SEAL - 6X4MM BUTYL TAPE

INTERNAL  LINER FLASHING

CANISTER INSULATION

KINGSPAN K-DEK ROOF PANEL
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STEEL PLATFORM

SECTION B - B

STAINLESS STEEL JUBILEE CLIP

PROPRIETARY PIPE SEAL

MASTIC SEALANT

WATERSTOP MASTIC

HOT AIR WELD

PURLIN

R
H

S

SECTION A-A

MASTIC SEALANT

STAINLESS STEEL

JUBILEE CLIP

PROPRIETARY PIPE

SEAL

HOT AIR WELD

PURLIN

KINGSPAN K-DEK

ROOF PANEL

PLAN

SCALE 1:20

ROOF SLOPE

RHS RHS

RHS RHS
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8MM CABLE SUPPLIED TO

SPECIFIC LENGTHS REQUIRED

4 NO. SAFEPRO2 ROOF

ANCHOR TOGGLE FIXINGS

SAFEPRO2 ROOF ANCHOR

BASEPLATE

MEMBRANE "BOOT" BONDED

TO ROOF

SAFEPRO2 ROOF ANCHOR

INTERMEDIATE GUIDE

KINGSPAN K-DEK

INSULATED ROOFDECK

PANEL

SAFEPRO2 ROOF ANCHOR

INTERMEDIATE MODULE

SAFEPRO2 ROOF ANCHOR

MEMBRANE CAP

SAFEPRO2 SLIDER
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