
This installation guide should be read in conjunction
with the ‘project specific’ design drawings and
method statements.

Although this ‘installation guide’ is deemed to be
correct at the time of publication, Kingspan reserve
the right to amend the information at any time in the
future. Installation Guides are available for the full
range of Kingspan Insulated Roof, Wall and Facade
Systems.

Please call Kingspan on:
AUS: +61 2 8889 3000  
NZ: +64 3 358 7536
SEA: +65 6832 5021

Primary /
Main Fastener

6x4mm 
Butyl Sealant

KS1000 KD Roof Panel

Components

Fire-rated
Canister Foam

Gun-grade sealant
type - Selleys
Permasil 626 or
equivalent

Installation
Guide

Insulated Roof 
& Wall Panels

Kingspan K-Dek (KS1000 KD)
High Performance Insulated
Membrane Roofdeck System
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Self coring

fastener
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Secondary
Fastener

Double Sided
Acrylic Tape

a
Apply 6 x 4mm butyl sealant
or gun-grade sealant

b
Bed the profile filler in
sealant and seal top

with further run of
gun-grade sealant

j
Apply double sided acrylic

tape under side lap and heat
weld continuously along the

panel length (min 40mm)

Internal ridge
flashing

c

g
Apply second panel (P2)

and install main fasteners
as per items d and e

i
Apply 4th panel and

install main fasteners
as per items d and e
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k
Apply a 200mm membrane

strip over end lap (min.
40mm). Weld each side

6

h
Apply 3rd panel and install

main fasteners as per
items d and e

f
bed and seal profile

filler as per item b

e
Install one fastener under overlap at
intermediate purlins (minimum)
Note: some installations may require
additional fasteners depending on
wind loading specification. Check
project specific details d

Install main fasteners
into each crown at
panel ends

Profile Filler

Note: Ensure steel work is suitable for panels and is within tolerance.
The End Lap purlin position is critical, check location and straightness.

90mm diameter patch cut from
membrane roll to cover intermediate

fastener (when required) P1

P1

P2

P1

P2

P3

P1

P2

P3

P4

P1

P2

P3

P4

Gun-grade
air seal

Gun-grade
air seal

Membrane
flashing

Galvanised
flashing

Site applied
fire-rated canister

insulation to fill any
gaps if required

Membrane
strip

Membrane lined
steel flashing

Kingspan verge
flashing with
150mm sealed
butt straps

Cleader angle by
steel sub-contractor

with air seal
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